Driveway (Residential) Installation Guide

lelage
yodridge

Community Development Department « Five Plaza Drive » Woodridge, IL 60517-5014
(630) 719-4750 « FAX (630) 719-2900

CODES ADOPTED BY THE VILLAGE OF WOODRIDGE:

2021 International Residential Code 2021 International Building Code

2020 National Electric Code 2014 State of lllinois Plumbing Code
2021 International Mechanical Code 2021 International Fire Code

2021 lllinois / International Energy Conservation Code 2018 lllinois Accessibility Code

2021 International Property Maintenance Minimum Security Code

DuPage County Countywide Stormwater & Flood Ordinance Village of Woodridge Local Amendments

Driveway Installation Guide (Residential)

The Village of Woodridge requires that a Building Permit for any construction/modifications that are
to be done on a Driveway.

Submittal Documents:

1. Completed Permit Application (a blank application is located at the very end of this document).

2. Two (2) copies of a Plat-of-Survey (to Scale indicated on the Plat) must be provided with the
driveway drawn to scale with dimensions on each of the Plats-of-Survey. If applicable, please be
sure to properly identify the area of work in the Right-of-Way.

. Two (2) copies of the Contractor’s Proposal.

4. Note that below, “Required Details”, is a list of items that must be indicated on your submittal. Any

additional details and/or specifications for any portion of the project can assist the review process.

w

Required Details:
1. Type of driveway with the following specifications clearly listed on submittal documentation (not
submitting said specifications will result in delays):
e Concrete Driveway:
O Private Side: Minimum Three inches (3”) gravel base & Five inches (5”) of Reinforced Concrete.
0 Public Side (Apron): Minimum Three inches (3”) gravel base & Six inches (6”) Concrete. (Note:
No Reinforcing in Apron.)
e Brick Paver Driveways: Minimum Eight inches (8”) gravel base & One inch (1”) sand/fines under
bricks. The installation must follow brick paver manufacturer’s guidelines & specifications.
e Asphalt Driveway:
0 Minimum Eight inches (8”) gravel base & 2” inches asphalt on Private Side of Property Line.
0 Minimum Eight inches (8”) gravel & 3” inches of asphalt on the Public Side of Property Line
(Apron)
e Village/Public Walks
0 Village/public walks shall be a minimum of 6” thick the width of the driveway per 10-5A-6:
SIDEWALK CONSTRUCTION STANDARDS: B. Sidewalk Thickness: The concrete shall be on one
course minimum thickness of four inches (4") constructed on the prepared subgrade, six inches
(6") where vehicle crossing is permitted on the sidewalk.

(Section Continued on Next Page)
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Driveway (Residential) Installation Guide

2. Please see “Table No. 2” below for “Maximum Width Allowances” for Driveways. Please note that
driveway widths on a property are cumulative, that is, any/all driveways on a property are all
‘added together’ to obtain the allowed/permitted width.

3. Please see “Table No. 3” below for “Minimum Pavement Construction Requirements” for
Driveways.

4. Any damaged, or cracked Village Public Walk, or Curb shall be reported to the Village for inspection
BEFORE work commences to remove any existing flatwork, including, but not limited to, Driveway
or Apron, Service Walks, Public Walks, Curb, etc.

5. If you are replacing your driveway and there is a “B-Box” or “Manhole” located anywhere in the
driveway, please call the Public Works Department at (630) 719-4753 immediately and request an
inspection BEFORE scheduling the work with a contractor. Public Works staff will inspect for proper
operation and elevation and make any necessary adjustments or repairs. Noe that the failure to
schedule an inspection could delay the start of the work, or require future repairs resulting in the
removal of your new driveway.

6. Please see below for the “Required Inspections” for Driveways.

The Following “Inspections” are Required on ‘All’ Driveways:
(See item numbers 4 & 5 directly above, as they may also be applicable to the 2 inspections listed below.)

» Inspection #1: “Stone Base / Pre-Pour Inspection”

- When the ‘Stone Base’ is installed & any applicable ‘Reinforcing’ is in place.
» Inspection #2: “Final Inspection”

- When the overall project is completed.

TABLE NO. 2 TWO-WAY DRIVEWAY DIMENSIONS

Type of Width On Private Property At Street Width Measured
Development Right of Way Lines At Street Curb Line
Minimum Maximum Minimum | Maximum
Single-Family 10 ft. 22 ft. or 30% of lot width (up | 16 ft. 28 ft. or 30% of lot width plus 6 ft. (up to
Residential Uses to 30 ft.) whichever is 36 ft.) whichever is greater*
greater?

Notes:

» Notwithstanding any provision contained herein to the contrary, existing driveways constructed prior to
May 8, 1986, which are not in conformance with the driveway dimensions for Single-Family Residential
uses as set forth in the table above, may be repaired or reconstructed to a width which is no greater than
the width of the existing driveway, or thirty feet (30’), whichever is less.

» The minimum width of a driveway at any point shall not be less than ten feet (10’) for a Single-Family
Residential use.

(Table Section Continued on Next Page)
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TABLE NO. 3 MINIMUM PAVEMENT CONSTRUCTION REQUIREMENTS

Parkway Parkway & Private Property
Type of Development Flexible Village Walks Flexible Rigid
Rigid
Residentially Zoned Districts | 3" bituminous 6" Portland 2" bituminous 5" Portland cement
containing 4 or less units concrete cement concrete | concrete concrete

8" crushed stone | 3" crushed stone | 8" crushed stone | 3" crushed stone

Residentially Zoned Districts | 3" bituminous 6" Portland 3" bituminous 6" Portland cement
containing more than 4 units | concrete cement concrete | concrete concrete
8" crushed stone | 3" crushed stone | 8" crushed stone | 3" crushed stone

Notes:
» Two inch (2”) bituminous concrete shall be surface course class I.
» Three inch (3”) bituminous concrete shall be: Two inches (2”) of binder course, and One inch (1”) of surface
coarse class I.
» Crushed stone shall be clean grade CA-6 compacted in not more than Four inch (4”) thick layer lifts.
» Brick Pavers may be used for driveway surfaces in lieu of Portland Cement or Bituminous Asphalt materials
in accordance with the following Design Standards:
a) Brick paver depth: 3.15 inches or 8 centimeters.
b) Base: Eight inches (8”) clean grade CA-6 compacted crushed stone, & one inch (1”) sand/fines.

Click here for access to Chapter 9-10-2 of the Woodridge Zoning Code for Driveways
(Note: This hyperlink is accessible on the Village Website, or within a pdf file on your computer/device)

**Construction Hours**

Between June 1 and August 31: No construction, erection, excavation, or any other process of building
whatsoever, shall be performed within the Village before the hour of Ten O’clock (10:00) A.M. or after
the hour of Five O’clock (5:00) P.M. on any Sunday, or before the hour of Seven O'clock (7:00) A.M. or
after Nine O'clock (9:00) P.M. on any other day.

Between September 1 and May 31: No construction, erection, excavation, or any other process of
building whatsoever, shall be performed within the Village before the hour of Ten O’clock (10:00) A.M.
or after the hour of Five O’clock (5:00) P.M. on any Sunday, or before the hour of Seven O'clock (7:00)
A.M. or after Seven O'clock (7:00) P.M. on any other day.

Per Village Code, Title 8, Section 8-1A-16

IMPORTANT: Contact J.U.L.LLE. at “811” so that the utility lines can be marked on the Property & Public
Easements. Utility line damage resulting from the installation of fences prior to locating buried lines shall be
the responsibility of the party cutting the line(s).

Always call J.U.L.I.E. before Digging!! — Just Dial: “811” /
https://www.illinois1call.com/

(A Blank Permit Application is located at the very end of this document / next page)
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